ISO 15848-1 1 @)
QUALIFICATION N
CERTIFICATE

Certificate No.: 284407 Rev.03
Ref. Test report No.: 284406 Rev.03

We hereby certify that the valve below has passed the fugitive emission test successfully according
to Class AH of ISO15848-1:2015+Amd.1:2017 for 2500 cycles.

Name of manufacturer Hunt & Mitton Valve Company.
Address of manufacturer Valve Industrial Park, Dafeng Economic Development Zone,
Yancheng City, Jiangsu Province
Item 2"-300LB Bellows Seal Globe Valve
Valve size 2"
Pressure rating 300LB
Stem size P20mm
Body/bonnet material ASTM A182 F316L
Seal material Graphite
Valve assembly drawing no. DN50-8800-CL300RF-21-F316-C276-31803-210643 Rev.0

The tested valve covers performance class (para.6.6):
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ISO FE AH - CO3 -SSA 0 -t (-46°C, 200°C ) — CL300 - ISO 15848-1
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Extension of qualification (in particular) to untested valves in accordance with para-
graph 8 of ISO15848-1.
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Other stem sizes qualified: 10mm up to 40mm

Other pressure ranges qualified: Class 300 and lower

This certificate must be read in conjunction with test report No.: 284406 ReV.

Shanghai, Jan. 18th, 2022 Xie Zhenrong

(Place, date) TOV SUD Industrie SW
Westendstr. 199

80686 Munchen Germany

TUV SUD Industrie Service GmbH Tel.: +86216141-0123
Shanghai Office Fax: + 86 21 6140-8600
Floor 3-13, No.151, Heng Tong Road,

Shanghai 200070 P. R. China
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